ENGINE

Plate No. per

Part No. Description No. Unit Remarks

135830 CYLINDER BLOCK ASSEMBLY I—I | Fizted from Engine No.
89001 to 89566

C.21630 Welch Washer, at each side of Cyfinder Block 6

C.317 Welch Washer, at front of Cytinder Block i—2 2

C.21631 Welch Washer, at rear of Cylinder Block 2

260782 Walch Washer, at rear end of Camshaft 1

C.22660 Plug, in Oil Gallery 1—3 2

422583 Bush, for Oil Pump Spindle I

430381 Ring Dowel, locating Cylinder Heads 4

420304 Dowel (Short) at rear of Cylinder Block |

428423 Dowel (Long) at rear of Cylindar Block |

430582 Liner, for Camshaft front bearing —4 |

430583 Liner, for Camshaft intermediate bearing 4

430584 Liner, for Camshaft rear bearing I

307341 Bearing Cap (front) for Crankshaft I—5 1

307340 Bearing Cap (intermediate} for Crankshaft 1—& 2

30759 Bearing Cap (centre) for Crankshaft 1—7 i NOT SUPPLIED SEFARATELY

135881 Bearing Cap (rear) for Crankshaft 1—8 1

430680 Dowel, locating Bearing Caps 1—9 10

430420 Bolt, securing Bearing Caps I—10 10

430366 Lockplate, securing Bolts 1—I11 10

430386 Stud, for Cylinder Heads and Rocker Brackets 112 20

136358 CYLINDER BLOCK ASSEMBLY 1 Fitted from Engine No.
89567 to 97540

UCB.137/16R Bolt, securing Rear Bearing Cap 2 .

FG.106/X Was'her, Spring, on Bolts 2 Additional ltems

All other items are as for Cylinder Block Assembly
1358%0

C.21034 CYLINDER BLOCK ASSEMBLY I Fitted to Engine No.
97541 and subs

UCB.i137/16R Bolt, securing Rear Bearing Cap 2 . .

FG.106/X Washer, Spring, on Bolts 2 Additional items

All other items are as for Cylinder Block Assembly
135890

UCS.131/4R Plug, in Cylinder Block water drain holes 1—13 2

400352 Copper Washer, on Plugs 1—14 2

307476 TIMING CHAIN COVYER I—15 !

C.22611 Gasket, between Cover and Cylinder Block l=I6 |

UCS.125/5R Screw, Set, securing Cover to Cylinder Block 12

FG.104/X Washer, Spring, on Setscrews 12

430426 TIMING CHAIN TENSIONER =17 1

UCB.125/1IR Bolt, securing Tensioner to Cylinder Block i—I8 2

43042 Lockplate, securing Bolts 1—19 |

367920 TIMING CHAIN VIBRATION DAMPER |20 !

UCS.F25/6R Screw, Set, securing Damper to Cylinder Block t—21 2

400000 Lockplate, securing Setscrews 1—22 |

C.21487 Screwed Plug, blanking Chain Oil Feed hole 1—23 I SUPPLIED WITH CYLINDER

BLOCK ASSEMBLY



ENGINE

Plate  No. per

Part No. Description No. Unit Remarks

307386 OlL SUMP ASSEMBLY —258 ! Fitted frem Engine No.

430378 Dipstick Guide Tube 1—26 | 89001 to 89566

308502 OiL SUMP ASSEMBLY ! }Fit:ed to Engine Neo.

42069 Dipstick Guide Tube ! 89567 and subs

305039 Tray Assembly, in Oil Sump 1—27 i

UCS, 125/4R Screw, Set, securing Tray Assembly to Qil Sump 1—20 5

422464 Lockplate, securing Setscrews =29 5

431285/06 Drain Plug, in Oil Sump [=s30 |

428015 Copper Washer, on Drain Plug 1—31 t

308402 Qil Seal, between Bridge Piece and Qil Sump 1--32 |

308404 Qil Seal, between Rear Bearing Cap and CIl Sump 1—-33 | Fitted from Engine Neo.
89001 to 89566

308470 ©Qil Seal, between Rear Bearing Cap and Oil Sump | Fitted to Engine No.
B9567 and subs

UCS.131/7R Screw, Set, securing Qi Sump to Cylinder Block 16

FG.105/X Woasher, Spring, on Setscrews 16

135870 OIL SUMP BRIDGE PIECE 134 !

425938 Bolt, securing Bridge Piece to Cylinder Block 2

FG. 105/ X ‘Washer, Spring, on Bolts 2

307535 Oll. SUMP DIPSTICK }—35 |

C.22613 GEARBOX SUPPORT PLATE 1—36 I  NOTREQUIRED WHEN
AUTOMATIC TRANSMISSION
IS FITTED

C.12614 GEARBOX SUPPORT PLATE I REQUIRED WHEN AUTOMATIC
TRANSMISSION IS FITTED

UCS.131/7R Screw, Set, securing Support Plate to Cylinder Block 4

FG.105/X Washer, Spring, on Setscrews 4

135893 CYLINDER HEAD ASSEMBLY 1—37 2

C315 Weich Washer, in each end of Cylinder Heads —38 4 NOTE:—On some early
Cylinder Heads, Taper
Plugs are fitted. When
replacement is necessary
fit Taper Plug 432099

431000 Guide, for Inlet Valves 8

431251 Guidc, for Exhaust Valves 8

34005/14 Stud, for Exhaust Manifeld 1—39 16

430741 Tube, for Sparking Plugs 1—40 8

430742 Copper Washer, under Tubes 8

C.22245 Gasket, between Cylinder Heads and Cylinder Block | —41 2

UFN.143/L Nut, securing Cylinder Heads and Rocker Brackets to 20

Cylinder Block

C.23586 Washer, Plain, under Nuts 20

UCS. 131 /4R Plug, blanking Rocker Qil Feed holes in Cylinder Heads i—42 4

400352 Copper Washer, on Plugs 4

430444 Blanking Plate, sealing Water Apertures in Cylinder |—43 2

Heads

430423 Gasket, between Blanking Plates and Cylinder Heads | —44 2

UCS.I131/6R Screw, Set, securing Blanking Plates 4

FG.105/X Washer, Spring, on Setscrews 4



ENGINE

Plate MNo. per
Part No. Description No. Unit Remarks
431502 CYLINDER HEAD TOP COVER F—45 2
Fitted from Engine No,
307827 Gasket, between Top Covers and Cylinder Heads |—46 2 89001 to 89759
431026 Special Nut, securing Top Covers to Cylinder Heads |—47 8
308620 CYLINDER HEAD TOP COVER 2
Fitted to Engine No.
307827 Gasket, between Top Covers and Cylinder Heads 2 89760 and subs
432136 Special Nut, securing Top Covers to Cylinnder Heads 8
431308 Carrier for Sparking Plug Leads | —48 8
431309 Carrier, (Centre) for Sparking Plug Lead gy 2
UCS.525/10R Screw, Set, securing Carriers to Top Covers i—50 2
UCS.525/7R Screw, Set, securing Carriers to Top Covers 1—51 2
136014 OIL FEED PIPE ASSEMBLY FOR YALVE [-52 !
ROCKERS
430417 Banjo Bolt, securing Oil feed Pipe to Cylinder Block |—53 1
43045 Banjo Bolt, securing Oil Feed Pipe to Cylinder Heads |—54 4
416450 Copper Washer, on Banjo Bolts t—55 10
308225 TAPPET BLOCK ASSEMBLY I
136234 Tappet Block 1—56 1
430388 Tappet Assembly 16
430563 Ball End for Tappets 16
430680 Dowel, locating Tappet Block Assembly on Cylindes 1
Block
34005/27 Stud, for Dynamo Bracket 1—57 4
135891 Gasket, between Tappet Block and Cylinder Block 1--58 |
UCS. 131/7R Screw, Set, securing Tappet Block to Cylinder Block 10
UCB.131/10R Bolt, securing Tappet Block to Cylinder Block 2
FG.105/X Washer, Spring, on Setscrews and Bolts 12
431288 OIL FILLER CAP 1—59 1
431287 OIL FILLER TUBE 1—60 1
307372 INDUCTION MANIFOLD ASSEMBLY [ 1 Fitred from Engine No,
89001 to 97553
34005/ 14 Stud, for Carburetters 1—62 8
C.22412 INDUCTION MANIFOLD ASSEMBLY 1 Fitted to Engine No.
97554 and subs.
34005/14 Stud, for Carburetters 8
307876 Gasket, betwaen Induction Manifold and Cylinder Heads 1 —&3 2
UFNLI31/L Nut, securing Carburecters to Induction Manifold Studs 8
431364 Plug, blanking Servo Adaptor hole in Induction Manifold |
431363 Copper Washer, on Plug i
UCS.131/8R Screw, Set, securing Induction Manifold to Cylinder i6
Heads
FG.105/X Washer, Spring, on Setscrews 16



ENGINE

Mate MNo. per

Part Ne. Description No. Unit Remarks
135909 EXHAUST MANIFOLD 1—64 2
307354 Gasket, between Exhaust Manifolds and Cylinder Heads 165 2
422804 Nut, securing Exhaust Manifolds to Cylinder Head Studs 16
FW.LO5/T Washer, Plain, under Nuts 16
431030 CRANKSHAFT ASSEMBLY 266 I
. Fitted from Engine No.
430238 Dowel, in Crankshaft Flange 2—67 2 3
1216/14 Bush. i1 1 ankshaf Flange 2 8 1 % 89001 to 97540
C.2279% Plug, in Crankshaft Journals 4 )
C.21033 CRANKSHAFT ASSEMBLY 1
: Fitted to Engine No.
430238 Dowel, in Crankshaft Flange 2 &
1216/14 Bush, in Crankshaft Flange ] 97541 and subs.
C.227% Plug, in Crankshaft lournals 4
307359 Main Bearing (Front Journal) (Standard) 269 2
307359/1 Main Bearing {Front Journal) (-010” undersize} 269 2
307359/2 Main Bearing (Front Journal) (-020” undersize} 2—69 2
307359/3 Main Bearing (Front Journal) (-030” undersize) 2—69 2
30735%/4 Main Bearing (Front Journal) (-040" undersize) 269 2
307360 Main Bearing (Intermediate Journal, Top) (Standard) 170 3
307360/1 Main Bearing (Intermediate Journal, Top) {-010" 270 3
undersize)
307360/2 Main Bearing (Intermediate lournal, Tap) (-020" 270 3
undersize)
307360/3 Main Bearing {Intermediate Journal, Top) (-030” 2—70 3
undersize}
307360/4 Main Bearing {(Intcrmediate Journal, Top) (-040” 270 3
undersize)
308607 Main Bearing (Intermediate Journal, Bottom) (Standard) 2—70 3
308607/1 Main Bearing {Intermediate Journal, Bottom) {-010" 2—70 3
undersize)
INRGOT /2 Main Bearing (intermediate lournal, Bottem) {-020" 2—70 3
undersize)
308607/3 Main Bearing (Intermediate Journal, Bottom) (-030" 2—70 3
undersize)
308607 /4 Main Bearing (Intermediate lournal, Bottom) (-040” 2—70 3
undersize)
307362 Main Bearing (Rear Journal) (Standard} 271 2
307362/| Main Bearing (Rear Journal) (-010” undersize} 2—71 2
3073622 Main Bearing (Rear Journal) (-020” undersize) 2--71 2
307382/3 Main Bearing (Rear Journal) (-030” undersize 2—71 2
307362/4 Main Bearing {Rear Journal) (-040” undersize 2—71 2
307680/) Thrust Washer (-0920” thick) for Crankshaft centre 2=-72 2
Bearinév
30768072 TIIBrusl.' achar (-0945” thick) for Crankshaft centre 2--72 2 | ALTERNATIVES
earing
307680/3 Thrust Washer (-0970” thick) for Crankshaft centre 272 2
Bearing J
4212421 Oil Sealing Ring, at Rear of Crankshafc (-08007/-0794") 2—73 2 )
(Standard)
43124272 Oil Sealing Ring, at Rear of Crankshaft (-0794"/-0788") 2—73
(Standard)
4312423 Oil Sealing Ring, at Rear of Crankshaft (-07887/-0782") 2—73 2
(Standard) ALTERNATIVES
> Fitted from Engine No.
432751/1 Oil Sealing Ring, at Rear of Crankshaft (-0%007/-0894") 2—73 2 89001 to 97540
(Oversize)
43275112 Oil Sealing Ring, at Rear of Crankshaft (-0894°/-0888") 2--73 2
Oversize
43275113 Oil Sealing Ring, at Rear of Crankshaft (-08887/-0882") 2—73 2
lOversizS }




ENGINE

Plate Mo, per
Part No. Description No. Unit Remarks
C.229%9 Ol Seal, at rear of Crankshaft 2 Fitted to Engine No.
754§ and subs.
307407 FLYWHEEL ASSEMBLY 274 |
307406 Starter Ring Gear 2-75 |
420168 Grubscrew, securing Ring Gear 6 NOT REQUIRED WHEN
AUTOMATIC TRANSMISSION
430466 Dowel, locating Clutch Unit 276 2 15 FITTED
430465 Bolt, securing Flywheel Assembly to Cranishaft Flange 2—77 6
430237 Lockplate, on Bolts 3
422510/39 Key, locating Crankshaft Chainwheel 2—78 2
307339 CHAINWHEEL ON CRANKSHAFT 2—79 I
425901 QIL SHIELD ON CRANKSHAFT 2—80 1
431029 PULLEY ASSEMBLY, ON CRANKSHAFT 2-s8i ]
420304 Dowel, [ocating Pulley 2—82 2
430912 Nut, securing Damper and Pulley to Crankshaft 2—83 i
425917 Lockplate, securing Nut 2—84 [}
307644 CRANKSHAFT DAMPER 285 [
LIFR 137/ 12R Balt, sacuring Pulley. Damper and Fan 2—84 [
C.B667/3 Nut, Nylac, on Bolts 6
136266 FAN AND EXTENSION ASSEMBLY 2—87 1
308642 Extension Assembly i
136405 Fan Assembly 1
UFB.125/1CR Bolt, securing Fan to Extension 4
430994 Bush, Rubber, on Bolts 8
430995 Sleeve, on Bolts 8
C.8667/1 Nut, Nyloc, on Bolts 4
431206 Washer, Plain, under Nuts 4
307332 CONNECTING ROD ASSEMBLY 288 8
307349 Bearing, small end 2—89 8
C.22236 Bolt, securing Bearing Caps 2—90 16
430424 Nut, Nyloc, on Bolts 16
307715 Bearing {Big Lnd) (Standard) 2—91 6
307715/1 Bearing (Big End) (-010” undersize) 2—91 16
3077152 Bearing (Big End) (-020” undersize; 2—-9] 16
307715/3 Bearing (Big End) (-030" undersize 2—91 16
307715/4 Bearing (Big End) {-040* undersize} 2—91 16



ENGINE

Plats No. per

Part Ne. Description No. Unit Remarks
308732 PISTON ASSEMBLY (STANDARD) 292 8 )
308864 PISTON ASSEMBLY (-010" OVERSIZE) -9 8
308885 PISTON ASSEMBLY (020" OVERSIZE) 2—92 8
308866 PISTON ASSEMBLY (-030" OVERSIZE) —92 8
308867 PISTON ASSEMBLY (040" OVERSIZE) 2—92 8
430406 Pressure Ring (Upper) Chrome Plated (Standard) 293 8
431517 Pressure Ring (Upper) Chrome Plated (-010” 2—93 8
oversize)
431518 Pressure Ring (Upper) Chrome Piated (-020” 293 8
oversize) ) .
431519 Pressure Ring (Upper} Chrome Plated (-030” 2—93 8 | Fitted from Engine No.
oversize) 89001 to 97371
431520 Pressure Ring (Upper) Chrome Plated {-040” 2—93 B8
oversize)
430407 Pressure Ring {Lower) Taper (Standard) 2—94 8
431521 Pressure Ring {Lower) Taper (-010” oversize) 294 8
431522 Pressure Ring (Lower) Taper (-020” oversize) 2—94 8
431523 Pressure Ring (Lower) Taper (-030” oversize) 294 8
431524 Pressure Ring (Lower) Taper (-040” oversize) 194 8
432209 Scraper Ring (Standard) 295 8
432552 Scraper Ring i-m(}' oversize) 295 8
432553 Scraper Ring (-020” oversize 2—95 8
432554 Scraper Ring {-030” oversize 295 8
432555 Scraper Ring (-040” oversize 2—95 B
431449 Gudgeon Pin, retaining Pistons on connecting Rods 296 8
430385 Circlip, securing Gudgeon Pins in Pistons 297 16 J
C21040 PISTON ASSEMBLY (STANDARD) 8
21137 Pressure Ring (Upper) Chrome Plated 8
C.21138 Pressure Ring {Lower) Taper 8
C.22111 Scraper Ring (Maxiflex '50") 8
431449 Gudgeon Pin, retaining Pistons on Connecting Rods 8
430385 Circlip, securing Gudgeon Pins in Pistons 16 Fitted to Engine No.
THESE PISTONS AND RINGS are obtainable in the 97372 and subs.
following oversizes:—
40107 +-020" +-030" 040"
Whan ordering Oversize Pistons for C.21040 please quote
Part Number and Oversize required (e.g. C.21040/20 for
020" oversize) J
C.21282 CAMSHAFT 198 L
430365 Thrust Plate, at rear end of Camshaft 2—99 I
LICS 131/5R Serew, Set. securing Thrust Plate to Cylinder Block 2
C222595 Lockplate, securing Setscrews [
422510/15 Key, locating Chainwheel on Camshaft 2—100 I
430364 Thrust Washer, at front end of Camshafc 2—10} |
307925 Chainwheel, on Camshaft 2—102 |
430399 MNut, securing Chainwheel to Camshaft 2—103 |
430400 Lockplate, securing Nut 2—104 1



ENGINE

Plate No. per

Part Ne. Description No. Unit Remarks
307363 TIMING CHAIN 2105 1

430388 TAPPET ASSEMBLY 2106 16

430563 Ball End, for Tappet 2—107 16

430754 INLET PUSH ROD ASSEMBLY 2108 8

430756 EXHAUST PUSH ROD ASSEMBLY 2109 8

307358 INLET VALYE 2—11¢ 8

307620 EXHAUST VALVE 211t B

425910 Split Cone (2 Halves) —Il12 16 USE PART Nos. 432971

AND 432971/I FOR ALL
REPLACEMENTS

432971 Split Cone (Plain Half) 16

432971 /% Split Cone (Padded Half) 16

430452 Collar, at top of Yalve Springs 2—I113 16

C.21687 VALVE SPRING (OUTER) 2114 16

C.21688 VALVE SPRING (INNER) 2—i15 16

430980 Seating Washer. for Valve Springs 2—116 16

431000 VALVE GUIDE (INLET) 2—17 8

431251 VALVE GUIDE (EXHAUST) 2—118 8

307368 ROCKER SHAFT ASSEMBLY (INLET) 2—119 2

307378 ROCKERSHAFT ASSEMBLY (EXHAUST) 2 .12 2

430425 ROCKER SHAFT BRACKET ASSEMBLY 121 12

(INTERMEDIATE)
431712 ROCKER SHAFT BRACKET ASSEMBLY 2 122 8
(AT EACH END OF SHAFT)

430381 Dowel, in Rocker Shaft Brackets 2—123 20

430551 Screw, locating Rocker Shafts in end Brackets 2—124 4

430552 Lockplate, securing Setscrews 4



ENGINE

Plate Mo, per
Part No. Description No. Unit Remarks
307352 VALVE ROCKER (INLET) 9195 a
307353 VALVE ROCKER (EXHAUST) 2—126 8
43041 | Spacing Spring, between Rockers and Brackets 1—127 16
430412 Spacing Washer, between Rockers, Springs and Brackets2—128 48
4310H Ball End, on Valve Rockers 2—129 16
430419 Nut, securing Ball End 2—130 16
307845 WATER PUMP ASSEMBLY 3—131 t
10330 Pump Body (18380) |
431367 Bearing, in Body (18038) 3—132 1
431368 Screw, locating Bearing in Body (18217) 3--133 i
431369 Washer, Fibre, on Locating Screw (18169/2) 3—134 1
308000 Impeller, on Spindie (183%1) 3—135 I
431370 Seal, for Bearing (18038) 3—136 1
431371 Thrower Ring, on Spindle (18040) 3—137 |
307558 Pulley, on Spindle 3—138 i
135916 WATER PUMP INLET PIPE 3—139 i
431172 Guasket, between Pump Body and Inlez Pipe 140 |
UCS.131)7R Screw, Set, securing Water Pump to Water Inlet Pipe 5
FG.105/X Washer, Spring, on Setscrews 5
430429 GaBskat' between Water Inler Pipe Flanges and Cylinder 3—141 2
ock
UCS.131/8R Screw, Sect, securing Water Inlet Pipe to Cylinder Block 4
FG.105/X Washer, Spring, on Setscrews 4
135938 WATER QUTLET PIPE, CONNECTING 3_.142 I
CYLINDER HEADS
430429 Gasket, between Water Outlet Pipe Flanges and Cylinder 3—I143 p
Heads
UCS.131/8R Screw, Set, securing Water Outlet Pipe to Cylinder 4
Heads
FG.105/X Washer, Spring, on Setscrews 4
304358 THERMOSTAT UNIT IN WATER OUT- 3— 14 I
LET PIPE (1572115) (OPENS AT I73°F)
308080 WATER TEMPERATURE GAUGE ELE- ]
MENT IN WATER OUTLET PIPE
(TT. 3800/00)
307548 WATER OUTLET PIPE EXTENSION TO 3145 1
RADIATOR TOP HOSE
422718 Gasket, between Extension and Water Quilet Pipe I—l16 1
UCS.131/TR Screw, Set, securing Extension to Water Qutlet Pipe 2
FG.105/X Washer, Spring, on Setscrews 2



ENGINE

Place No, per
Part No. Description No. Unit Remarks
308074 WATER PIPE. FROM WATER OUTLET 3-147 I
PIPE TO INDUCTION MANIFOLD

431495 Eilbow, Rubber, connecting Water Pipe to Water Qutlet 3--148 I

Pipe
431494 Tee Piece, Rubber, connecting Vvater Pipe to Induction  3--149 1

Manifcld
422522/04 Clip, securing Elbow and Tee Piece 4
431496 Plug, in Tee Piece 3—I150 I INOT REQUIRED WHEN
422522/03 Clip, securing Plug in Tee Piece | S/ HEATERIS FITTED
308073 WATER PIPE, FROM WATER PUMP TO 3_i5i1 |

TEE PIECE
425931 Hose, connecting Water Pipe to Water Pump 3—152 ]
422522/04 Clip, securing Hose te VWater Pipe and Water Pump 2
431494 TEE PIECE 3—153 |
422522{04 Clip, securing Tee Piece to Water Pipes 2
431496 Plug, in Tee Piece 3154 | NOT REQUIRED WHEN
422522/03 Clip, securing Plug in Tee Piece I HEATER IS FITTED
431493 WATER PIPE, FROM TEE PIECE TO IN- 3 155 |

DUCTION MANIFOLD

431495 Elbow, Rubber, connecting Water Pipe to Inductlion 3—([56 |

Manifold
422522/04 Clip, securing Elbow to Water Pipe and Induction 2

Marnifold
€.23528 OIL PUMP ASSEMBLY | Fitted from Engine No.

83001 to ¥
430360 Body Assembly 4—157 |
430160 Bush, in Body 4—158 i
427569 Pin, for Driven Gear, in Body 4—159 |
430306 Driving Gear, for Oil Pump 4163 i
430307 Driven Gear Assembly, for Oil Pump 4—164 i
430354 Cover and Strainer Assembly 4—165 i
UCS.125/6R Screw, securing Cover and Strainer 41—166 4
423044 Lockplate, securing Screw 4167 2
430362 Spindle, for Oil Pump 4158 i
422510/11 Key, locating Spiral Gear on Spindle 41569 i
430363 Spiral Gear, on Spindle 4—I170 |
401831 Thrust Washer, under Spiral Gear 4—I171 i
C.22756 Relief Yalve, In Oll Pump Body 4172 |
431498 Spring, for Relief Valve 4173 1
431948 Cap, retaining Spring 4—174 I
431949 Lockplate, securing Cap 4—175 i
€.22490 OIL PUMP ASSEMBLY | Fitted to Engine No.
97665 and subs.

C.20972 Driving Gear, for Qil Pump |
C.20971 Spindle, for Oil Pump |

All other items are as for Oil Pump Assembly
C.23528



ENGINE

Flate No. per

Part No. Description No. Unit Remarks
430374 Gasket, between Oil Pump Bady and Rear Bearing Cap  4—. 140 1
UCS.131/6R Scraw, Set, securing Oil Pump to Rear Bearing Cap 4—161 3
430356 Lockplate, securing Setscrews 4—162 Fl
307662 AIR CLEANER ASSEMBLY 4176 2
UFS.131/6R Screw, Set, securing Air Cleaner to Carburetters 4
FG.105/X Washer. Spring. on Setscrews 4
431500 BREATHER HOSE 4+—177 2
413176/06 Clip, securing Hoses to Air Cleaners and Carburetters 4
307963 OIL CLEANER ASSEMBLY (7961049) |
307963/01 Body A:g-)embly (complete with Balance Valve) 4—I178 |
{79610
307963/02 Gasket, between Body and Sheli (1 530764) 4—17% |
307963/03 Seal, at top of Element (1531283) 4—180 !
307963/04 Shell Assembly (7961046) 4—18) I
307963/03 Seal, at bottom of Element (1531283} 4—|80 I
307963/05 Element (AC.20) 482 I
10077 Retainer, for Element and bottom Seal (1531362) 1
10078 Spring, between Retainer and Shell (1531912) 1
307963/06 Bolt, securing Shell te Body (1530317) 4—183 I
307963/07 Washer (Aluminium) on Bolts (1530710) 4—184 |
430427 Gasket, between Qil Cleaner and Cylinder Biock 4—185 1
UCS.131/8R Screw, Set, securing Qil Cleaner to Cylinder Block 4
FG.105/X Washer, Spring, on Bolts 4
431360 UNION, ON OIL CLEANER FOR OIL 4+ )85 1
PRESSURE PIPE
308621 PIPE ASSEMBLY FOR OIL PRESSURE I
GAUGE
431857 ADAPTOR PLATE FOR OIL CLEANER 1
BODY Fitted from Engine No.
8%001 to 89109 only
431858 Gasket, between Adaptor Plate and Oil Cleaner Body |
136183 DYNAMO ASSEMBLY (C.40/1—22704) I
136183/01 Brush (227541) 5187 | set
136183/02 Bracket, commutator end (5421 1125) S—I188 |
9704 Bearing, for C.E. Bracket (227818) i
9017 Spring, for Brush Tension (227542) 5—i89 | set
9705 Brackaet, driving end (54211095) S 190 |
2756 Bearing, for D.E. Bracket (189307) 1
136183/08 Field Coil {227543) 5—191 1 set
136183/09 Armature (54214237) 5—192 !
8586 Nut, on Shaft (198800) 5—193 1



ENGINE

Plate Mg, per
Part Ne. Description No. Unit Remarks
308058 DYNAMO MOUNTING BRACKET AS- s—j4
SEMBLY
431972/01 Shim (010" thick) adjusting Bracket As req'd
431972/02 Shim (015" thick) adjusting Bracket As req'd
UFN.131/1 Nut, securing Bracket to Studs on Tappet Block 5—195 4
431028 Lockplate, securing Nuts 5—196 2
UFB.131/8R Bolt, securing Dynamo to Bracket 5—I197 2
UENLI31/L Mut, on Bolts 5—I1%8 2
432745 Woasher, Plain, on Bolts 5—199 2
FG.105/X Washer, Spring, under Nuts 5—200 2
UCS.I131/7R Screw, Set, securing Dynamo at adjusting Link 1201 |
401883 Serrated Washer, on Bolt 5202 |
FG.105/X Washer, Spring, on Bolt 5—203 |
431465 DYNAMO FAN ASSEMBLY 5-—204 [
307385 DYNAMO PULLEY 5205 !
307924 FAN BELT 5206 |
133544 STARTER MOTOR (M.418G—25533D) I
2804 Brush (25565%) 5207 | set
1811 Spring, for Brush tension (270004) | set
2800 Armature (255463) 5208 |
2810 Field Coils (256578) 1 xat
2801 Bearing, for C.E, Bracket (255491) 5209 |
6546 Bracket, Commutator end (2556748) 5210 |
6547 Bracket, Driving end (256495) 1
1812 Bearing, D.E. Bracket (270038) |
13354407 Cover Band (255557) 5211 |
133544/0% Spring, behind Drive Pinion {255726) 5=212 |
912672 Pinion and Sleeve (255194) 5—213 |
£33544/11 Main Spring (27088%) 5—214 |
133544/12 Nut, on Shaft (255851) 5215 I
UF8.137/I8R Bolt, securing Starter Motor 2
C.8667/3 Nut, Nyloc, on Bolts 2
307670 DISTRIBUTOR ASSEMBLY (20D840676E) I NOTREQUIRED WHEN AUTOMATIC
TRANSMISSION IS FITTED
9708 Cap (54411740) 5216 1
6749 Brush and Spring, inside Cap (418856) 1
9709 Rotor Arm {425620) 5217 |
S711 Condenser (54411935) 5—2i8 2
9710 Contact Set (54411772) 5—219 2
9713 Vacuum Unit (5441 1675) —20 H
9712 Springs, Auta advance (54411934} I cat
136104/07 Cam (54413267 |
136104/08 Toggle (407131 2
136104/09 Weight (54413176) 2
136104/10 Shaft and Action Plate (54413270) |
2758 Raaring (189272) |
6501 QIll Seal (418723) 1



ENGINE

Plate Mo, per
Part No. Description Ne. Unit Remarks

DISTRIBUTOR ASSEMBLY {Cont.)

9714 Bush (423571) |

304646 Ignition Lever (4181%0) 5—221 |

413819 Woasher (Celeron) under Driving Collar 5—222 |

431539 Driving Collar —223 |

422524130 Mills Pin, retaining Collar 1

1 REQUIRED WHEN AUTOMATIC

308844 DISTRIBUTOR ASSEMBLY (20D8—40676E) TRAMSMISSION IS FITTED

432513 Driving Collar |

421524/32 Mills Pin, retaining Collar !

All other items are as for Distributor Assembly
307670

UFS.125/5R Screw, Set, securing Ignition Lever to Mounting Bracket 5—224 2

FW.104/T Washer, Plain, on Setscrews 5225 2

307546 BRACKET, MOUNTING DISTRIBUTOR 522 1 NOT REQUIRED WHEN
AUTOMATIC TRANSMISSION
IS FITTED

308832 BRACKET, MOUNTING DISTRIBUTOR |  REQUIRED WHEN AUTOMATIC
TRANSMISSION IS FITTED

UFS.125{7R Screw, Set, securing Bracket to Cylinder Block 5—227 |

FG.104/X Woasher, Spring, on Setscrew 5—228 I

UFS.131/10R Screw, Set, securing Bracket to Cylinder Block 5—22%9 |

FG.105/X Washer, Spring, on Setscrew 5—230 1

07707 REY COUNTER PINION 5231 I

431003 ADAPTOR ASSEMBLY FOR REV COUN- 51 |

TER PINION

424789 Bush, in Adaptor 5—233 1

430690 Screw, locating Adaptor in Distributor Bracket 5—234 |

FG.105/X Washer, Spring, on Locating Screw 5—235 1

431404 RUBBER RING FOR H.T. CABLES 5-23 2

308101 IGNITION COIL (HA.I2—45102/F) 5 237 |

UCS. 131 /4R Screw, Set, securing Coil to Dash 2

FW.105/T Washer, Plain, on Setscrews 2

FG.105/X Washer, Spring, on Setscrews 2

N.8 SPARKING PLUG ({CHAMPION) 5238 B

431252/0% HIGH TENSION CABLE ASSEMBLY 5239 [

FROM COIL TO DISTRIBUTOR



ENGINE

Plate MNo. per
Part No. Description No. Unit Remarks
HIGH TENSION SPARKING PLUG
LEADS
432619/17 Lead to No. | R.H. Sparking Plug 3—240 I )
432619712 Lead to No. 1 R.H. Sparking Plug 5.--240 1
432619/07 Lead to No. 3 R.H. Sparking Plug 3—249 |
432619/07 Lead to No. 4 R.H. Sparking Plug 5240 ]
t it CONDITION
t
432619712 Lead te No. | L.H. Sparking Plug 5—240 | :
432619f12 Lead to No. 2 L.H. Sparking Plug 5—240 1
43261905 Lead to No. 3 L.H. Sparking Plug 5—240 1
432615/05 Lead to No. 4 L.H. Sparking Plug 5—140 I
431252 HIGH TENSION CABLE 5241 As req'd
425258 Terminal Washer, at Lead ends 5—242 10 EXPORT MODELS ONLY
425483 Terminal Mut, on Distributor 5 243 L] Ist CONDITION
425257 Terminal Nut, on Coil 5—244 1
432602 Holder, at Plug end of Leads 5—245 8
431704 Connector, at Plug end of Leads 5246 8
430437 Ring, Rubber, for Leads 5—247 8
Note:—Use the Assemblies shown below for all
H.T. Lead replacements
HIGH TENSION SPARKING PLUG
LEADS
432659/10 Lead to No. | R.H. Sparking Plug | 1
432659/12 Lead to No. 2 R.H. Sparking Plug |
432657/06 Lead to No. 3 R.H. Sparking Plug 1
432659/06 Lead to No. 4 R.H. Sparking Plug 1 ALL M
. ( 2Ind CONDITION
432659/12 Lead to No. | L.H. Sparking Plug i
432659/06 Lead ta No. 2 L.H. Sparking Plug i
432659/04 Lead to No. 3 L.H. Sparking Plug i
432659/04 Lead to No. 4 L.H. Sparking Plug ) J
432665 EXTENSION FOR SPARKING PLUG 8
ALL MODELS
432663 Contact Clip, in Extension 8 2nd CONDITION
432658 Spring Ring, for Contact Clip 8 J
135996 CARBURETTERS (HD¢) I Pair
9689 Body only (AUC.8243) 6248 I L.H. CARBURETTER
135958/01 Body only {AUC.8249) 6—249 i R.H.CARBURETTER
135996/03 Throttle Spindle (AUC 4767) 6—250 2
134640/04 Throttle Disc (AUC.3280) 6—1251 2
7046 Screw, securing Disc to Spindle (AUC.[358) 4
135060/30 Stop, for Throttle (AUC.2022) 6—252 | L.H. CARBURETTER
135996704 Stop. for Throttle (AUC.2023) 6—253 1 R.H. CARBURETTER
5485 Taper Pin, for Throttle Step (AUC 2106) 2
9690 Lever Assembly, (AUC.8239) 6—254 2
5803 Bolt, securing Lever to Spindle (AUC.2694) 6—255 2
5614 Nut, on Bolts (AUC.2156) £—256 2
9692 Suction Chamber Assembly {ALIC.B064) 6257 2
135996/06 Piston Spring (Yellow) (AUg.I 167} 6—258 2
6%61 Damper Assembly (AUC.8102) 6—259 2



ENGINE

Plate  No. per
Part No. Description No. Unit Remarks

CARBURETYTERS (Cont.)

5al6 Screw, securing Suction Chamber to Bedy (AUC, 6—260 13
2175)
135996/07 Jet Needle (T5) 6261 2
9693 Jet Housing (AUD.9321} 6262 |  L.H.CARBURETTER
9694 Jet Housing (AUD.9320) 6.-263 | R.H. CARBURETTER
5780 Stop Screw, in Housing (AUC.2511) 6264 2
5682 Spring, on Stop Screw (AUC.2451) 6—265 2
6357 Diaphragm Assembly (AUC.8155) 6---266 2
6958 Jet Bearing {AUC.2001) 6—267 2
6959 Nut, locking Jet Bearing {AUC.2002) 6—268 2
6960 Spring, under Jet Diaphragm (AUC.2006) 6—269 2
9697 Shoe and Rod Assembly (AUC.8%64) 6270 2
8760 Return Spring, for Shoe and Rod Assembly (AUC. 6—27i 2
2020)
8761 Plate, at top of Shoe and Rod Assembly (AUC.2019) 6—273 2
7679 Screw, securing Plate {(AUC . 4790) 6—274 2
5780 Screw, in Plate. operating Choke/Throttle Control  6—275 2
(AUC.2521)
5682 Spring, on Screw (AUC.2451) 6—276 2
6967 Valve, for Slow-running adjustment {AUC.2028) 6—277 2
6966 Spring, for Slow-run Yalve {AUC.2027) 6—1278 2
6968 Gland Washer, for Stow-run Valve {AUC.2029} 6—1279 2
6969 Dished Washer (Brass} at top of Gland Washer 2
{ALC.2030)
;865 Adaptor, for Vacuum Suction Pipe (AUC.8190) 6--280 1
091 Gasket, under Adaptor (AUC.2014) 6—28| |
7961 Screw, securing Adgpcor( (AUC.5156) e—28 2 L.H. CARBURETTER
9695 Float Chamber (AUC 2067 6—283 1
9696 Float Chamber §AUC1062 6—284 i  R.H.CARBURETTER
7115 Bolt, securing Float Chamber to Carburetters (AUC. 6—285 8
2110)
1090 Float (AUC.[123) 6—286 2
7118 Hinged Lever, operating Float Needle (AUC.[980) 6—287 2
1153 Pin, securing Hinge Lever to Float Chamber Lid 6—288 2
(AUC.1152)
6970 Needle and Seat, controlling flow of Petrol to Float 6—289 2
Chamber (AUC.8170)
135996/16 Lid, for Float Chamber (AUC.4103) | L.H. CARBURETTER
9703 Lid, for Float Chamber (AUC.4106) 6—290 | R.H. CARBURETTER
7119 Gasket, under Float Chamber Lid (AUC. 1147} 6—291| 2
1163 Cap Nut, securing Lid (AUC.1163) 6—292 2
7120 Aluminium Washer, under Cap Nut (AUC.1587) 6293 2
432539 Ball Pin, on Mixture Levers 2
422543/2 Naut, securing Balt Pins 2
FG.104/X Washer, Spring under Nuts 2
430979 INSULATOR, BETWEEN CARBURET-  ¢.-295 2
TERS AND INDUCTION MANIFOLD
432974/01 PETROL PIPE, BETWEEN CARBURET- ¢—29% ; Fitted from Engine Na.
TERS 89001 to 97437
C.20317/01 PETROL PIPE ASSEMBLY, BETWEEN !
CARBURETTERS .
itted to Engine Mo,
97438 and subs.
C.20295 Olive, at connection of Pipe to Carburetters 2
C.20294 Unilon Nut, securing Pipe to Carburetters 2



S

ENGINE

Mate

No. per

Part No. Description No. Unit Remarks
136693 OVERFLOW PIPE, FOR R.H. CARBURET. 6297 | W
TER
136692 OVERFLOW PIPE, FOR L. H. CARBURET- |
TER LFltted from Engine No.
89001 to 97553
431975 CORAGRIP PIPE CONNECTING OVER. 2
FLOW PIPES TO CARBURETTERS
431354 Clip, securing Overflow Pipes 4
C.22384 OVERFLOW PIPE, FOR R.H. CARBURET- | 1
TER
C.22385 OVERFLOW PIPE, FOR L.H. CARBURET- !
TER  Fitted to Engine No.
97544 and subs.
€.22386 CORAGRIP PIPE CONNECTING OVER- 2
FLOW PIPE TO CARBURETTERS
431354 Clip, securing Overflow Pipes 4 J
307991 SUCTION PIPE ASSEMBLY 6—298 I
422519/01 Nipple, on Pipe |
422520/01 Linion Nut, on Pipe 1
C.14212 Connector, Rubber, connecting Suction Pipe to L.H, 6—299 1

Carburettor
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